BURR-BROWNZ®

IC ANALOG-TO-DIGITAL CONVERTERS

FEATURES DESCRIPTION

+ COMPACT DESIGN - Seif-contained with Internal clock,

comparator, and reference The Model ADCB0AG-10 and ADCB0AG-12 are

10-and 12-bit successive approximation A/ D converters.

32-pin ceramic package They utilize state-of-the-art 1C and laser-trimmed
o FAST CONVERSION SPEEDS thin-film components, and are packaged ina compact
Provide fast signal sampling rates 32-pin ceramic package.
12-bits - 25.sec, 10-bits - 21 usec Complete with internal reference, the ADCB0 offers
Faster conversion spaeds obtainable with versatility and performance formerly offered only in
“Shori-Cycling” and optional external clock larger modular or rack-mount packages.
« LOW COST Thin-film internal scaling resistors are provided
for the selection of analog input signal ranges of
o WIDE SUPPLY RANGE - Will operate with +2.5V, 15V, £10V, 0 to +5V or 0 to +10V,
+11.4V te 16V supplies (Z models) Gain and offset errors may be externally trimmed to

~ zero, offering initial accuracies of better than
" , - +0.01229% (21/2LSB). The model ADCR0 is specified
F UN CTI 0 NAL D 'AG RAM for -25°C to +85°C operation.

Th fast conversion speeds of 25usec for 12-bit and

9] 21psec for 10-bit resolution make the ADCR0)
- . DIGITAL QUTP § o excellent for a wide range of applications where
F TAL QUTPUT .=§ 8 system throughput sampling rates from 40kHz to
‘. %S ‘o) 47kHz are required. In addition, the ADC80 may be
} At e, short-cycled and an external clock may be used to
L LOGIC SUBPLY [0 sERIAL DUT btain fast
BT 12-Bit Successive D Ve - o all‘i . as CI:- . . .
4 LOBIC SUPPLY Apprax. Ragister HO) REF QUT (+6.3v) Data 18 available in parallel and serial form with
¥ DIGITAL COMMON 154K O eLock our corresponding clock and status signals. All digital
COMPARATOR IN [ sTaTus : : ;
, ] ) sHoRT ovoLe input and output signals are DTL/ TTL-compatible.
i INPU;'EF:::F { L ) cLock BT Two power supply ranges are available: 15V and
Comsparator = [DexternaLciock 12V (Z models). A+5V logic supply is also required.
ANALOG COMMON I . [0} CONVERT COMMAND
GAIN ADJUST o D #vec
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DISCUSSION OF PERFORMANCE

The accuracy of a successive approximation A/D
converter is described by the transfer function shown in
Figure 1. All successive approximation A/ D converters
have an inherent Quantization Error of £1/2LSB, The
remaining errors in the A/ D converter are combinations
of analog errors due to the linear circuitry, matching, and
tracking properties of the ladder and scaling networks,
power supply rejection, and reference errors. In summary,
these errors consist of initial errors including Gain,
Offset, Linearity, Differential Linearity and Power
Supply Sensitivity. Initial Gain and Offset errors may be
adjusted to zero, Gain drift over temperature rotates the
line (Figure |yabout the zero or minus full scale point (all
bits OFF) and Offset drift shifts the line left or right over
the operating temperature range. Linearity error is
unadjustable and is the most meaningful indicator of
A/ D converter accuracy. Linearity error is the deviation
of an actual bit transition from the ideal transition value
at any level over the range of the A/D converter. A
Differential Linearity error of %i1/2LSB means that the
width of each bit step over the range of the A/ D converter
is 1LSB +1/2LSB.

The ADC80 is also Monotonic, assuring that the output
digital code either increases or remains the same for
increasing analog input signals. A monotonic converter
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FIGURE 1. Input vs Output for an ldeal Bipolar A/ D
Converter,

*See Table | for digital code definitions..

can have missing codes; therefore, Burr-Brown specifies
no missing codes over a temperature range.

TIMING CONSIDERATIONS

The timing diagram of the ADC80 (Figure 2) assumes an
analog input such that the positive true digital word 1001-
1000 1001 exists, The output will be compleméntary as
shown in Figure 2 (0110 0111 0110) is the digital output.
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SPECIFICATIONS

ELECTRICAL
Typical at +25°C and rated power suppliea unlass othsrwise noted, MECHANICAL
MODEL ADCBOAGZ-12 | ADCBOAGZ-10 UNITS
ADCBOAG-12 ADCBOAG-10
RESOLUTION 12 10 Bits y .
INPUT 3:!!...&060!!0001;
ANALOG INPUTS '
Voltage Ranges - Bipolar +2.5, 15, +10 v 8
- Unipolar 0to+5, Dto+10 v | S ®
lmpedance(Direct lnput) —i—nnoneeo-eoooonun
0 to +5V, *2.5V 25 ke of
0 to +10V, £5V 5 ka2 ==
10V 10 k{}
DIGITAL INPUTS(D * ~c
Convert Command Positive Pulse 100nsec Wide imint ;
2usec Wide {max), .1 ] E.J___._:]._,
Logic Loading 1 TTL Load T_ | LU I | |
External Clock 1 TTL Load N G D—aje— F fo v ]
TRANSFER CHARACTERISTICS —"
ERROR
Gain Error(2) 11 %
Offset Error(2) - Unipolar +0.05 % of FSR® NOTE: LEADS (N TRUE POSITION WITHIN
- Bipoiar +0.1 %, of FSR 0107 1,25mm)R & MMC AT SEATING PLANE.
Linearity Error, max(3 +0.012 | +0.048 % of FSR
Inherent Quantization Error +1/2 LSB
Differantial Linearity Error +1/2 LsB
bt INCHES MILLIMETERS
No Missing Codes Temp Range 0to+70 | 0to+70 ] oM [ T MAx M T ax
Power Supply Sensitivity " 1700 11700 | eas | aavo
*16V +0.0030 % of FSFI;’%VS a 1120 1.130 zs.as 29:45
+5V +0.0015 % of FSR/M%Vg P '1 70 :éau 4'32 584
DRIFT T .018 .021 0.46 0.53
Specification Temperature Range ~25 to +85 °C F 035 .050 0.88 1.27
Total Accuracy, Bipolar, max(5) +23 ppm/eC G .100 BASIC 2.54 BASIC
Gain, max +30 ppm/~C H 110 | 130 | 274 3.30
Offset - Unipolar +3 ppm of FSR/C k {150 | 260 ] am | e3s
Bipolar, max +15 ppm of FSR/~C L 800 BASIC 22.86 BASIC
Linearity, max +3 ppm of FSR/C N 002 4 0 | 006 ) 0.25
Monotonicity GUARANTEED al A0 ) 130 | 278 | 330
CONVERSION SPEED({max ){6) 25 ] 22 KSEC
TPUT
DIGITAL DATA CASE: & )
{all codes complementary) - Leramic
Parallel MATING CONNECTOR: 2302MG - Set of
Output Codes( - Unipolar cs8 two 16-pin strips $9.40 per set.
- Bipolar COB, CTC WEIGHT: 13 grams (0.460z2.)
Qutput Drive 2 TTL Loads
Serial Data Codes (NRZ! CS8, COB
Output Drive 2 TTL Loads
Status Logie “1” during conversion
Status Output Drive 2 TTL Leoads
Internal Clock
Clock Qutput Drive 2 TTL Loads
Frequency(8) 500 kHz
INTERNAL REF. VOLTAGE }
Max. External Current {with no 83 v
degradation of specifications) 200 HA
Tempco of Drift. max +20 ppm/°C 1. DTL/TTL compatible, i.e., Logic “0" = 0.8V max,
POWER REQUIREMENTS qulc *1" = 2.0V min fgr'_'inpl;ts and for
Rated Voltages 15,45 v clgta, outputs, Logic 0" =+0.4V max
Z models +12, 45 v - e -
Range for Rated Accuracy 4.75105.25 and 214.0 to +16.0 v g Qgg"“ab'e (o zere _“"I'"‘H‘”‘“’m’f' ""’T"‘“"" it
Z models 4.75105.25 and +11.4 10 +16.0 v - connr:;::sfo:‘-'- ) ::;n::%‘;s 23:"’;;;"-’ ©: ur
Supply Drain :15?:::;‘2"’ 4_"223 mi 4. Error shown s the same a3 +1/2LSB mak for
5V +70 mh resolution of A/D converter..
5. Includes drift due to linearity, gain, and offset-drifts.
TEMPERATURE RANGE 6. Conversion time with internal clock.
Specification -25 to +85 °C 7. See Table i. CSB - Complementary Straight Binary.
Operating (derated spec} -55 to +100 °C COB - Complementary Offsat Bihary.
-55to +125 °C Two

Storage
P

CTC - Complementary Two's
Complament,
. For conversion speeds specified.




CONNECTION DIAGRAM

TOPVIEW
1
2 8 3
Pin 1-BIT8 Pin32-BIT7 3 L8 0
Pin 2-BITS Pin31-BIT 8 A _L &g
Pin 3-BIT4 Pin30-BIT 1 & 2 29
Pin 4-BIT3 Pin 29 - BIT 10 (LSB-10 BITS) 5 50 £
Pin 5-BIT 2 Pin 28 - BIT 11 3 l oy
Pin 6-BIT 1 (MSB) Pin 27 - BIT 12 {LSB-12 BITS) 57‘}1 | _
Pin 7-+5V ANALOG SUPPLY  Pin 26 - SERIAL OUT 7 3 5
Pin 8-BIT1(MSH) Pin 25 - -15¥ OR -12V {Z MODELS) ) 6.3Kk01 sk
Pin @-+5Y DIGITAL SUPPLY Pin 24 - REF. QUT (+8,3V) S _I_ L Ny
Pin 10 - DIGITAL COMMON Pin 23 - CLOCK OUT s Approx, Registar | 2] s
Pin 11 - COMPARATOR IN Pin 22 - STATUS L ‘SAF" ‘L r /
Pin 12 - BIPOLAR OFFSET Pin 21 ~ SHORT CYCLE H p—122
Pin 13 - R1 10V RANGE Pin 20 - CLOGK INHIBIT T2y Ld_; I' ,,
Pin 14 - R2 20V RANGE Pin 19 - EXTERNAL GLOCK < mparato
Pin 15 - ANALOG COMMON Pin 18 - COMVERT COMMAND "——-——- ! —20
Pin 16 - GAIN ADJUST Pin 17 - +15V or +12V (Z MODELS) 4 L
15 1 18
LINEARITY ERROR VS CONVERSION TIME GAIN DRIFT ERROR VS TEMPERATURE
0.3 -
0.200 = ]'/ A~ 1t 1-"rFr3-"1"-3i"1T-"7t°F "~ _ M | ADCBO-12 AND-ADC80-10 :
= 0175 L4188 % '
x or - 8-Bit Operation £ 02 i TYPICAL DRIFT _'
Loos0 [ — 5 Lo CHARACTERISTIC
S I8 __A10-Bit Operation ® 0
® 0125 \ 5
beg [ 0
€ o100 LY . 7] !
it 1/2LSB for \/ 12-Bit Operation £ 04 | ; Y
£ 0075 1oy a ! ' ‘W
8 AN \, F 02 | A
g 0050 ot M NNIN—=—aF=F=F===+ & | |
3 172(8B for | N | . |
0.025 12 Bits, Mo 03 ]
[ _ 1 1 p— -25 0 +25 470 +85 -~
o 2 4 B B 10 12 14 16 18 20 22 24 28 Temperature.(°C)
Conversion Time (usec)
POWER SUPPLY REJECTION
DIFFERENTIAL LINEARITY ERROR VS CONVERSION TIME VS POWER SUPPLY RIPPLE FREQUENGY
0.200 ——r—r———————T—T—T— 0.1
[“‘T’ NOTT 0.08
_ 0175 HM/:sB 0.05
g 0.150 for ,8—r‘£it OPera‘tion s 0.04
wo = 8 Bits “TYY _10-8it Operati 2z
- peration ~ 5
£ _ 0125 - g g 002
35 =¥
£ 0.100 L\ T om
2% 1/2L8B for &12{-% Operation 4 0008 E
§§ 0075 HipBits — @ 1:5 3-006 £15V (£12V) Supply ——
& 0050 __.J,.\.__,___ — i SN R [ S I — 5 G 0.004 ; - 7
= 1/2LS8 for & S
S ooz [H12Bits 0.002 A
[ T T T ey e ™ _—1 _ —
F 1 1 +5V Supply
0.001 .
0 2 4 6 8 10 12 14 16 18 20 22 24 28 1 10 100 1k 10K 100K
Conversion Time (usec) Frequency (Hz}




DEFINITION OF DIGITAL CODES

PARALLEL DATA

Three binary codes are available on the ADC80 parallel
output; they are complementary {logic “0™is true) straight
binary (CSB) for unipolar input signal ranges and
complementary two's complement (CTC) and comple-
mentary offset binary (COB) for bipolar input signal
ranges.

Table I describes the LSB, transition values and code

definitions for each possible ADC80 analog input signal
range,

SERIAL DATA

Two straight binary (complementary)codes areavailable
on the serial output line of the ADC80; they are CSBand
COB. The serial data is available only during conversion
and appears with the most significant bit (MSB) occurring
first. The serial data is synchronous with the internal
clock as shown in the timing diagram of Figure 2. The
LSB and transition values shown in Table I also.apply to.
the serial data output except for the CTC code.

TABLE I. Input Voltages, Transition Values, LSB Values, and Code Definitions.

Binary (81N}
Qurput

INPUT VOLTAGE RANGE AND LSB VALUES

Anslog Input

Voitaga Range Defined As: 10V +5V 2.8V 0 to +10V 0 to 6V

Code COB CcOB cOB

Designation | or CTC” or CTC* or CTC* cs8** Cc5B**

Ona Least FSH 20V 10V BV 10V 5V

Significant 2n 2n 2n 2n 20 an

Bit (LSB) n=_8 78.13mV 39.06mv 19.53mV 39.06mV 19.83mV
n=10 19.53mV 9.77mV 4.88mV 9.77mV 4,88mV
n=12 4 88mvV 2.44mvV 1.22mV 2.44mvV 1.22mV

Transition Values

+5V -3/2L58 | +2.5v -3/21L58 | +10Vv -3/2LSB | +5V -3/2LSB

MSB LSB
000, .. 00Q**" +Full Scale | +10V-3/2L58
011, .. 111 +Mid Scale [1]
111...110 -Full Scale | ~10V +¥LS5B

[1] [i] +5v +2.5V

-5V +%LSHE -2.5V +%LSB | 0+ KLSB 0 +%L58

** CSB = Complementary Straight
Binary available on pin 8,

* COB = Complementary Offset Binary 'CTC = Complementary Two's Complement - abtained by using the <+ » voltages given are the
complement of the most significant bit (MSB). MSS is

nominal value for transi-
tion to the code specified,

DISCUSSION OF SPECIFICATIONS

= ~The ADCBRO is specified to provide critical performance

criteria for a wide variety of applications. The most
critical specifications for an A/ D converter are linearity,
drift, gain and offset errors and conversion speed effects
on accuracy. The ADCB80 is factory-trimmed and tested
for all critical key specifications.

GAIN AND OFFSET ERROR

Initial Gain and Offset errors are factory-trimmed to
+0.1% of FSR (0.05% for unipolar offset) at 25°C. These
errors may be trimmed to zero by connecting external
trim potentiometers as shown on next page.

ACCURACY DRIFT v§ TEMPERATURE

Three major drift parameters degrade A/D converter
accuracy over temperature; they are gain, offset and
linearity drift. The worst case accuracy drift is the
summation of all three drift errors over temperature.
Statistically, these errors do not add algebraically, but are
random variables which behave as root-sum-squared
(RSS) or 16 errors as follows:

RSS =+/ eg” + €0 +ee”

where eg = gain drift error (ppm/°C)
eo = offset drift error (ppm of FSR/°C)

ee = linearity error (ppm of FSR/°C)
For unipolar operation, the total RSS drift is
#30.3ppm/°C.
ACCURACY VS SPEED

In successive approximation A/D converters, the
conversion speed affects linearity and differential linearity
errors. Conversion speed and its effect on linearity and
differential linearity errors for the ADC80 are shown in
Typical Performance Curves.

The ADCB0 conversion speeds are specified for a
maximum linearity error of £1/2LSB and a differential
linearity error oft:1/21.SB with the internal clock. Faster
conversion speeds up to 23usec for 12 bits, 12usec for 10
bits and 6usec for § bits are possible with an external
clock.

POWER SUPPLY SENSITIVITY

Changes in the DC power supplies will affect the accuracy
of the ADC80. The ADCB0 power supply sensitivity is
specified for +0.003% of FSR/%Vs for £15V (Z12V)
supplied for +0.0015% of FSR/%V;s for +5V supplies.
Normally, regulated power supplies with 19 or less fipple
are recommended for use with the ADCB0. See layout
precautions and power supply decoupling on next page.




LAYOUT AND OPERATING INSTRUCTIONS

LAYOUT PRECAUTIONS

Analog and digital commons are not connected internally
in the ADC80 but should be connected together as close
to the unit as possible, preferably to a large ground plane
under the ADCBO0. If these grounds must be run
separately, use wide conductor pattern and a 0.01uF to
0.1 F nonpolarized bypass capacitor between analog and
digital commons at the unit. Low impedance analog and
digital common returns are essential for low noise
performance. Coupling between analog input and digital
lines should be minimized by careful layout. Analog and
digital +5V supplies are also not connected internally;
they should be connected together at the unit as shown
below in Figure 3 (Pins 7 and 9).

POWER SUPPLY DECOUPLING

The power supplies should be bypassed with tantalum or
electrolytic type capacitors as shown in Figure 3 to obtain
noise free operation. These capacitors should be located
close to the ADCRO. 1uF electrolytic type capacitors
should be bypassed with 0.0iuF ceramic capacitors for
improved high frequency performance.

15V
[ v

@—+— Ana Com.

Dig. Com. <—T—. @-——-—T—-ﬂ&v
f+12V)

FIGURE 3. Recommended Power Supply Decoupling.

OPTIONAL EXTERNAL GAIN AND
OFFSET ADJUSTMENTS

Gain and Offset errors may be trimmed to zero using
external gain and offset trim potentiometers connected to
the ADCB0 as shown in Figures § and 6. Multiturn
potentiometers with !00ppm/°C or better TCR’s are
recommended for maximum drift over temperature and
time. These pots may be any value from 10k(} to 100k(}.
All resistors should be 209 carbon or better. Pin 16 (Gain
Adjust) may be left open if no external adjustment is
required.

ADJUSTMENT PROCEDURE

OFFSET - Connect the Offset potentiometer as shown in
Figure 5. Sweep the input through the end point transition

INPUT SCALING

The ADCB0 input should be scaled as close to the
maximum input signal range as possible in-order to ufilize
the maximum signal resolution of the A/D converter.
Connect the input signal as shown in Table 11. See Figure
4 for circuit details.

10V Range 13

C} _

FIGURE 4. ADCS80 Input Scaling Circuit.

20V Ranga

Comp In

Comparstor

TABLE IL. ADC80 Input Scaling Connections.

Connact

Input Connect Connect fnput

Signal OCutput Pin 12 Pin 14 Signal
Range Code Te Pin To To
10V COB or CTC 11 Input Signail 14
16V COBor CTC 11 Open 13
2.5V COB or CTC (R Pin 11 13
0t +5V CSB 15 Pin 11 13
0 to +10V CSB 15 Opean 13

voltage that should cause an output transition to all ones.

Adjust the Offset potentiometer until the actual end
point transition voltage occurs at EOF'_. The ideal
transition voltage values of the input are given in Tablé 1,

GAIN - Connect the Gain adjust potentiometer as
shown in Figure 6. Sweep the input through theend point
transition voltage that should cause an output transition
to all zeros.

Adjust the Gain potentiometer until the actual end point
transition voltage occurs at E?!f .

Table 1 details the transition voltage levels required.

{a) [}
+16Y ¢-12¥) +15V [+12¥]
1.8M02 - 1KG to 180kn 180k l‘n“"”
() Ve » 100k 100k}
Comp. IN 15V | Offset | gomp. 2o+ | Oftset
F2Vi 1 Adjust N Adjus!
*1.5M< for Z models == -5V 12V}
**28k 0 for Z modeds -

[al 1] .
+15V [+121} +15V (+12V)
Bain Adjust . 10ki ta 1
) 10M0 iy Ak 270k lIIllkn
Galn 100k
Adjust Baln
001, .
“ 6.Bks2 Adl“ﬂ
15V f12y)
*B.2M 1 for 2 madals -15V [-F2V)

Am. Gom.

=*9.1k0 for 7 modals

FIGURE 5. Two Methods of Connecting Optional Offset
Adjust with a 0.4% of FSR Range Adjustment.

FIGURE 6. Two Methods of Connecting Optional Gain
Adjust with a 0.6% Range of Adjustment.




CLOCK OPTIONS

The ADCS80 is extremely versatile in that it can be with nothing more than an inexpensive quad 2-input
operated in several different modes with either internal or NAND gate (7400) as shown in Figures 7 through 10.
external clock. Most of these options can be implemented

| l I1uuL - Exiernsl  Bit 11 . 10-8R |
" rt Bit 11 @ :]I::.':“nn | External @ Clock ' @ }  Operation
ORvE | | Cleck _ 1 128
Commznd Shart Ajc#o i .
Cycle @_} 12-Bt | L Shur ] 'Ilpmum.
Lo O B : @) Gy @D~ s
External i
Clock @ iV | | Conv.  Closk @ .
| Convert "X com. lnhlhllp___l__ Digits
| command = Common

FIGURE 7. Internal Clock - Normal FIGURE 9 Continuous External Clock. (Conversion initiated by rising
_O_P‘_"a“"g Mode‘. .(Corlversmn edge of convert command. The convert command must be
initiated by the rising edge of the synchronized with clock.)

convert command. The internal
clock runs only during

conversion.)
470pF
JUuUe Extornal ot kit i} 3000
mal Bt 11 Dperatlon (12 £ |
External Clock ‘| / M NA— \ - IB-_BII
Clock 12:Bit jB?—‘—) O b (28)- #Opération
Short JDparatlon 0.0047.F Com. Shart 12:Bit
Cycle ==+ - Operalion
D!
oy, K @D'_L
o, e (1 {1 p—@ -
= Digital
Digltal Common
Common

FIGURE 8. Continuous Coenversion with FIGURE 10.Continuous Conversion with Internal Clock. {Conversion
—. External Clock. (Conversion is is initiated by the 14th clock pulse. Clock runs
initiated by l4th clock pulse. continuously. The oscillator formed by gates 2and 3
Clock runs continuously.) insures that the conversion process will start when logic

power is first turned on.)

SHORT CYCLE FEATURE

The ADCB0G may be operated at faster speeds for shown in Table 111. Conversion speeds, linearity, and
resolutions less than 10 or 12 bits, depending on the model resolutions are shown for reference.
selected, by connecting the short cycle pin, pin 21, as

TABLE I1L Short Cycle Connections and Resolutions for 8- to 12-bit Resolutions -
ADCRO,

RESOLUTION (BITS) 12 10 B
Connect Pin 21 to Pin 9 Pin 28 Pin 30

Maximum Conversion Time(”
Internal Clock {usec) 25 22 18
External Clock {usec) 23 12 B

Maximum Nonlinearity
At +25°C (% of FSR) 0.012(2) 0.048(3 0203

NOTES: {1] Max conversion tirme to maintain +%LSB Nonlinearity error,
(2) 12 Bit Models only.
{(3) 10 or 12 Bit Models.

OUTPUT DRIVE

Nermally all ADC80 logic outputs will drive 2 standard external logic buffers are recommended.
TTL loads; however, if long digital lines must be driven,




APPLICATIONS ].

LOW COST DATA ACQUISITION SYSTEM simplified logic, a 16-channe! 12-bit, 25kHz data acqui-
When combined with a sample/hold. multiplexer and sition system can be built for less than $125.00 parts cost.
CHD —d e
— ooy | — Parallal
MUX _ ADCBD !
Aﬁ:{:ﬂ I'| mecies o SHC20B ™ tonv ! :fll;
™ - or Com. Status
1 | MPCSD) om.
chis —A
. : _l} Addruss
1/6 7404
ﬂ':j’::: —1 couwven
41 CK
Count ENp ———4 74163 —r ) 1380
Address {-—————— 10488z "‘r—L 211z
W S 17214123
Start/Sp I

FIGURE I1. Low Cost Data Acquisition System.

ZERO DROOP SAMPLE/HOLD .

A zero droop - infinite hold sample/hold can be switching and settling time of the relay and driver circuit
constructed with the ADC80 with the circuit shown in and the ADCB80 conversion time,

Figure 12. A sample command will cause the relay to In the Hold mode, the analog value can be held indefin-
switch the analog input to the ADC80 input and also itely with zero droop. The period of the first one-shot
generate a convert command to the ADCS80. The sample multivibrator must be equal to or greater than Tr, the
pulse width (T,) should be greater than the combined switching time of the relay.

Bit7

?@P ®-®

Bit 12

(EDE)
Status

Conv.
Com.

Converter

—— /214123 _
w200 1,880 : ‘ o
Range | fanga _ ADGED 1 .
‘@‘ 1/2 74321
) T
Sample <— : ‘ R -—.I Ty =

Sampla

N -

Analog fnput

FIGURE 12. Zero Droop Infinite Hold Sample/ Hold using ADCE0 and a Few External Components.

ORDERING INFORMATION
ADCB0AG - XX

T
A/ D Converter family Blank - £14.0V to +16.0V Supply range Resolution (No. of Bits)
A =-25"C to +85°C Z -+11.4V to £16.0V supply range 10 = 10 Bits
GG = Ceramic Package 12 =12 Bits

The information is this publication has been carefully checked and is believed to be reliable; however, no responsibility is-assumed for possible inaccuracies or omissions.
Prices and specilications are subject to change without notice. No patent rights are granted to any of the circuits herein.




BURR-BROWN®

== DACS80

RECEIVED Wvoog9 F934

Integrated Circuit
DIGITAL-TO-ANALOG CONVERTER

A

FEATURES: DESCRIPTION
+ WIDE POWER SUPPLY RANGE MODELS Use this popular 12-bit digital-to-analog converter
AVAILABLE (Z MODELS) for low cost precision performance applications.
o 12-BIT, 3-DIGIT RESOLUTION DACS0, with internal reference and optional output
* +1/2L8B MAXIMUM NONLINEARITY amplifier, offers a maximum nenlinearity error of
e COMPLETE WITH INTERNAL REFERENCE +0.012%, *+30ppm/°C maximum gain drift, and
AND OUTPUT AMPLIFIER (V MODELS) monotonicity - all over a 0°C to 70°C operating
o FAST SETTLING - 300nsec to +0.01% range. In the bipolar configuration, total accuracy
(i MOBELS) drift is guaranteed to belessthan +25ppm/°C. Select
o CERAMIC DUAL-IN-LINE PACKABGE : TTL compatible complementary 12-bit binary (CBI)
o LOW COST or 3-digit BCD (CCD) input codes.
Packaged within DAC80s 24-pin dual-in-line
VOLTAGE MODEL ceramic case are fast-settling switches and stable,
laser-trimmed thin-film resistors that let you select
—&n output voltage ranges of £2.5, +5, *10,0t0+5,0 to
8.3V REF OUT i
% +10 volts (V models) or output current ranges of
O = BAIN ADJUST +ImA or 0 to -2mA (I models). Voltage output
l models settle to £0.01% of FSR in 3usec fora 10V
O"" e step change.
O mE COMMON By specifying the new DACS0Z model with a supply
SUMMING JUNETION range of £11.4V to £16.0V, you can use this proven
g ‘ 3;:‘: D/A converter in microprocessor and
= Rcsim:t 20V RANBE semiconductor memory systems.
= Network _
= and 10V RANGE
=1 Current
Switches BIPOLAR OFFBET
REF INPUT
Vout
L [
LOGIC SUPPLY

i
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& SPECIFICATIONS

5 Typical at 25°C and rated pawer supplies unless otherwise noted.

|
~ ELECTRICAL
MODEL DACBOCSBI DACBACCD
MIN TYP MAX MIN TYP MAX UNITS
DIGITAL INPUT
Resolution 12 Bits
3 Digits
Logic Levels (TTL/Compatible)(1}
Lagic 1" (+40uA max at+5.0V) +2.4 +5.0 +2.4 +5.0 vDC
Logit “0" {1.6mA max at +0.4V) 4] +0.4 [ +0.4 vDC
ACCURACY
Linearity Error at 25°C +1/4 +1/2 +1/8 +1/4 LSB
Ditferential Linearity Error +1/2 +1, -3/4 -E174 +1/2 LSB
Gain Error(2) +0.1 +0.3 0.1 +0.3 %
Oftset Errori2) +0.05 +0.15 +0.05 10.15 % of FSR(3)
Mondtonicity Tamp. Range, min 0 +70 0 +70 °C
DRIFT{#) {0°C to +70°C) . -
Total bipolar drift, max (includes gain, B
offset, and iinearity drifts)(s} +25 25 ppm of FSR/°C
Total error over 0°C to +70°Ci8} '
Unipolar +0.08 10.15 +0.08 15 %of FER
Bipolar 10.06 +0.12 +0.06 #0412 % of FSR
Gain +15 +30 15 230 ‘ppmieG:
Exclusive of internal reference +10 *10 ppm/*C
Unipolar Offset +1 R | +1 *3 ppmiof FSR/E
Bipolar Offset +7 +15 +7 +15 pem of FSRAC
Differential Linearity 0°C to +70°C +1/2 +1, -7/8 +i/2 +1, -7/8 Ls8
Linearity Error 0°C to +70°C +1/2 172 LsB
CONVERSION SPEED/V modeis
Settling Time to +0.01% of FSR
For FSR Change .
with 10kt Feedback 5 5 HSOC
with 5k{) Feedback 3 3 psec
Far 1LSB Change 1.5 1.5 psec
Slew Rate 10 20 10 20 V/utec
CONVERSION SPEED/| models - of FSR
Settling Time to £0.01%
For FSR Change
1022 to 1000 Load 300 300 naec
1k} Load : 1 h] Hsec
a::gl-eg(% OUTPUT/Y models +2.5, 15, +10, 0 to +5, 0 to +10 0to +10 Voits
Output Current +5 | 5 mv
Output Impedance (DC) 0.05 ) 0.05 ohms
Sheort Circult Duration ‘ndefinite to Common
ANALOG OUTPUT/I models
Ranges 1, 0to-2 Ote-2 mA
Output Impedance - Bipolar 4.4 4.4 kil
Output Impedance - Unipolar 15 15 kil
Compliance 125 25 Volts
INTERNAL REFERENCE YOLTAGE +6.3 +8.3 Volts
Maximum Externa! Current(® 1200 +200 uA
Tempeo of Drift, max *10 +20 10 20 ppm/°C
POWER SUPPLY SBENSITIVITY
+16Y Supply +0.02 +0.02 % of FSRM Vg
-15V and +5V Supplies +0.002 +0.002 % of FSR/% Vg
POWER SUPPLY REQUIREMENTS
DACBO0 +14, +4.75 *15, +5 +16, +16 14, +4.75 +15, +5 +16, +16 voc
DACBOZIT} +11.4, +4.75 +12, 45 *16, +16 1.4, +4.75 12, +5 +18, +16 VDG
Supply Drain
$15V/+12V {including 5mA load) 325 +35 +25 +35 mA
+5V {logic supply) +20 +30 +20 +30 mA
TEMPERATURE RANGE
Specification 0 +70 0 +70 oG
Operating (double above specs) -25 +85 -25 +85 °C
Storage -55 +100 -55 +160 °C
NOTES: . .
1. Adding externa) CMQS hex buffers CD 4009A will provide CMOS Input §. See "Cemputing Total Accuracy Over Temperature.”
compalibility.  ...° - - 6. With gain and offset errors adjusted te zero at 25°C. See discussion on
2. Adjustable to zero with external trim potentiometer. last page.
3. FSR means “Full Scale Range” and is 20V for 10V range, 10V for 5V 7. DAGA0Z supply range is £12.0V min to £16,0V max for 0 to +10V and
range, etc. +10V outputs.
4. To maintain drift spec internal feedback resistors must be used for 8. Maximum with no degradation of specifications.

current output models,

2




CONNECTION DIAGRAMS

. VOLTAGE MODEL CURRENT MODEL
+Vs ‘
u : |
X 10k$2
Ret
. i o
i il y 10k
- 4 27
3 {=1-1 2 '
- ( 10kS2
5 m yyw to
12-8it e 3amQ {100k .
) Ladder
Resistor L)
Network m
7 and 18 0
Current B8.3k52 1uF +Vg
] Switches 17} (4} :L.
® [ '-
0 N G
+ 'VS
11
F
) - & W(j_;:
Extarnal Adjustment and Voltage Supply +v?(2) External Adjustment and Veltage Supply =u
Connection Dlagram, Voltage Modsl, L Connscthon Dlagram, Gurrani Model. O+ (2)
MECHANICAL

NOTES:

1. 3k{l for CCD models, 5k{l for GBI modals.

2. If connected tot+Vs,which is permissible,power dissipation increases 200mW.
3. CBI modsl, 2k(}; CCD modet, 01 and pin 20 has no internal connection.

4. 8.3k} rosistor internally grounded on GCD models.

Pin numbers shown
for reference only.
 Numbers may not be

qoooeo:vnonno

5. Resistor required only for Z models, see “Operating Instructions”
Make no connection to power supply on non-Z models.

PIN ASSIGNMENTS
Pin
I Models No. V Models
{MSB) Bit 1 1 Bit 1 (MSB)
Bit 2 2 Bit2
Bit 3 3 Bit 3
Bit 4 4 Bit 4
Bit 5 5 Bits
Bit 6 1 Bit 8
Bit 7 7 Bit 7
Bit 8 8 Bi8
Bit & ] Bit &
Bit 10 10 Bit10
Bit 11 1" Bit 11
(LSB) \it 12 12 Bit12 (L.SB}
LOGIC SUPPLY 13 LOGIC SUPPLY
Vs 14 Vs
lour 16  Vour
REF, INPUT 16 REF. iNPUT
BiPOLAR OFFSET 17 BIPOQLAR OFFSET
SCALING NETWORK 18 10V RANGE
SCALING NETWORK 19 20V RANGE
SCALING NETWORK 20 SUMMING JUNCTION
COMMON 21 COMMON
+Wg 22 Vs
GAIN ADJUST 23 GAIN ADJUST
6.3V REF. OUT 24 8.3V REF. OUT

22

h-—

- k" marked on package,

12

DO.GDBUDHOJ

j—— H

CRJ —™

-—————— A

—

!
|
e
o T

T

Lk D
G —py
NOTE:
Legds i1 true position within 010" {.25mm)R at MMC at seating plane.
INCHES MILLIMETERS

DIM | MIN | MAX MIN MAX
A 1.910 | 1.360 | 33.27 | 3454
8 .770 810 | 19.86 | 20.87
c 160 210 3.81 5.33
D .018 021 0.48 0.53
F .035 050 0.89 1.27
G 100 BASIC 2.54 BASIC
H 110 130 2.79 ] 3.30
K 150 | 280 | 381 | &.35
L 600 BASIC 15,24 BASIC
N 002 a0 0.05 0.25
R [TT] 105 2.16 2.67

CASE: Ceramic

MATING CONNECTOR: 245MC
PIN: Pin material and plating composition conform to

method 2003 (solderability) of
paragraph 3.2).
WEIGHT: 8.4 grams (0.3 oz.)

MIL-STD-883 (except

HERMETICITY: Conforms to method 1014 condition C
step 1 {fluorecarbon) of MIL-STD-883 (gross feak).
el




DISCUSSION

DIGITAL INPUT CODES

The DACS80 accepts complementary digital input codes
in either binary (CBI) or decimal {CCD) format. The CBI
model may be connected by the user for any ane of three
complementary codes: CSB, CTC or COB.

TABLE 1. Digital Input Codes.

DIGITAL INPUT ANALOG CUTOUT
CSB COB CTC"
Compl. Compl. Compl.
» MsB LS8 Straight Offset Two's
-§ 000000000000 Binary Binary Compl.
Z | ot +Full Scale | +Full Scale -LSB
@ | 100000000000 | 11/5 Full Scale Zero -Fufl Scale
TN | yigecale 188l -1Ls8 | -Full Scale
Zero -Full Scate Zero
2 cco
B | MsB LSB | Complementary Coded Decimal - 3 Digits
=
o] G110 0110 0110 +Full Scals
33 BRRAARECRRELE Zero
¥ Invert the MSB of the COB code with an external inverter to obfain.
CTC code.
ACCURACY

Linearity of a D/ A converter is the true measure of its
performance. The linearity error of the DACSD is
specified over its entire temperature range. This means
that the analog output will not vary by more than
+1/21L8B, maximum, from an ideal straight line drawn
between the end points (inputs all “1”s and all “0"s) over
the specified temperature range of 0°C to +70°C.

Differential linearity error of a D/ A converter is the
deviation from an ideal 1LSB voltage change from one
adjacent output state to the next. A differential linearity
error specification of +1/2LSB means that the output
voltage step sizes can range from 1/2LSB to 3/2LSB
when the input changes from one adjacent input state to
the next. ’

Monotonicity over a 0°C to +70°C range is guaranteed in
the DACBO to insure that the analog output will increasé
or remain the same for increasing input digital codes.

DRIFT

Gain Drift is a measure of the change in the full scale
range output over temperature expressed in parts per
million per °C (ppm/°C). Gain drift is established by: 1)
testing the end point differences for each DAC80 model
at 0°C, +25°C and +70°C; 2) calculating the gain error
with respect to the 25°C value and; 3) dividing by the
temperature change. This figure is expressed in ppm/°C
and is given in the electrical specifications both with and
without internal reference.

Offset Drift is a measure of the actual change in output
with all “1”s on the input over the specified temperature
range. The offset is measured at 0°C, +25°C and +70°C.
The maximum change in Offset is referenced to the Offset

at 25°C and is divided by the temperature range. This
drift is expressed in parts per million of full scale range
per °C (ppm of FSR/°C).

SETTLING TIME

Settling time for each DACB0 model is the total time
{including slew time) required for the output to settle
within an error band around its final value after a change
in input (see Figure 1).

g
&
]
E3
g3
k=1 an
E om 100
= 1000
0.003 [-A =
1000ns )
0.001 18760
o1 1 10 100
Sattling Time [sec}

FIGURE 1. Full Scale Range Settling Time vs Accuracy.

Voltage Output Models: Three settling times are
specified to +0.019 of full scale range (FSR); two for
maximum full scale range changes of 20V, 10V and one
for a 1LSB change. The 1LSB change is measured at the
major carry (0111...11 to 1000...00), the point at which
the worst case settling time occurs.

Current Output Models: Two settling times are specified
to +0.01% of FSR. Each is given for current models
connected with two different resistive loads: 100 to 1000
and 10064} to 1875{}. Internal resistors are provided for
connecting nominal load resistances of approximately
100041 to 180042 for output voltage range of =1V and O-to
-2V. See Table 1V.

COMPLIANCE

Compliance voltage is the maximum voltage swing
allowed on the current output node in order to maintain
specified accuracy. The maximum compliance voltage of
all current output meodels is +2.5V. Maximum safe
voltage swing permitted without damage to the DACS0 is
+5V.

POWER SUPPLY SENSITIVITY

Power supply sensitivity is a measure of the effect of a
power supply change on the D/ A converter output. It is
defined as a percent of FSR per percent of change in







